ME.I.D. 612-5
HATCH VAULT
6'-0" x 12'-0" 5'-0" I.D.

APPROX. WEIGHT: 794 LBS.

4878 GALVANIZED DIAMOND PLATE TORSION ASSISTED INCIDENTAL TRAFFIC COVER CAPABLE OF BEING OPENED 180° TO FULL LAYBACK POSITION

NAMEPLATE MARKED "ME.I.D. HIGH VOLTAGE"

APPROX. WEIGHT: 9,900 LBS.

PULLING IRON, TYP. 4 PLACES
12" x 12" THIN WALL BLOCKOUT, 4 PLACES

APPROX. WEIGHT: 13,150 LBS

13'-1" OVERALL

4" TERMINATORS, 24 PLACES
5" TERMINATORS, 8 PLACES
3" TERMINATORS, 4 PLACES

6" TERMINATORS, 2 PLACES PER ME.I.D. SPECIFICATIONS

5'-11"

2'-3"

3'-8"

7'-1" OVERALL

DESIGN LOAD:
BOX: H-20 FULL TRAFFIC

COVER: H-12 INCIDENTAL TRAFFIC

FOR COMPLETE DESIGN AND PRODUCT INFORMATION, CONTACT JENSEN PRECAST.

BOX TO BE COATED WITH BLACK BITUMINOUS.

KNOCKOUTS, DUCT TERMINATORS, PULLING IRONS, SUMP, LADDER, ETC. PER CURRENT, ME.I.D. SPECIFICATIONS.

10/1/02
ME0612_SAT.dwg
© 2002 Jensen Precast