54" AND 60" DIAMETER
REINFORCED CONCRETE
PIPE

O-RING GASKET JOINT
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INSIDE | LAYING WALL ob JONT | WAL | BILORD weiGHT/LF
DIAMETER | LENGTH | THICKNESs | 9P~ | peEPTH
54 8 6 1/4 |66 1/2°| 4 1/4 C 1000-1 | 1233 (BS
54" 8 6 1/4 |66 1/2° | 4 1/4 C 13501 | 1233 LBS
54 8 6 1/4 66 1/2° | 4 1/4 C 2000—1V_| 1233 LBS
54" 8 6 1/4 |66 1/2° | 4 1/4 C 3000-V | 1233 LBS
60" g 6 3/4 | 731/2 | 4 3/4 C 1000—1 | 1475 (BS
60 8 6 3/4 |73 1/2° | 4 3/4 C 13501l | 1475 LBS
60" g 6 3/4 | 731/2 | 4 3/4 C 2000—1V_| 1475 1BS
60 8 6 3/4 |73 1/2° | 4 3/4 C 3000-V | 1475 LBS

REINFORCED CONCRETE PIPE CONFORMS TO ASTM C-76, AASHTO
M—-170, AASHTO M—-198 AND ARIZONA DOT.

FOR COMPLETE DESIGN AND PRODUCT INFORMATION
CONTACT JENSEN PRECAST.

Jensen Precast reserves the right to maoke changes to product design E"EE"
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ond/or dimensions without notice. Please contact Jensen Precast whenever
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