JZ-4000 BATTERY SERIES
COMMERCIAL
SEPTIC TANKS

24" CAST IRON FRAME AND COVER WITH GASKET (GASTIGHT) OPTIONAL, AT EXTRA COST

VARIABLE 5" MIN.

AS REQUIRED (AT EXTRA COST)

CONCRETE CLEAN-OUT COVER, 24" OPENING, TYPICAL.

OUTLET

4" INLET AND OUTLET PIPE FITTINGS STANDARD

SIDE VIEW (CUT AWAY)

2x6 REDWOOD GRADE BOARDS (SUPPLIED BY OTHERS)

PLINTH, TYP.

VENT

TOP VIEW JZ-8000

OPTIONAL ACCESS OPENING, TYP.

TOP VIEW JZ-12000

<table>
<thead>
<tr>
<th>MODEL NO.</th>
<th>SECTIONS</th>
<th>INSTALLATION LENGTH</th>
<th>LIQUID CAPACITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>2xJZ-4000</td>
<td>2 JZ-4000 BATTERY TANKS</td>
<td>33'-4&quot;</td>
<td>8000 GALLONS</td>
</tr>
<tr>
<td>3xJZ-4000</td>
<td>3 JZ-4000 BATTERY TANKS</td>
<td>50'-1&quot;</td>
<td>12000 GALLONS</td>
</tr>
<tr>
<td>4xJZ-4000</td>
<td>4 JZ-4000 BATTERY TANKS</td>
<td>66'-10&quot;</td>
<td>16000 GALLONS</td>
</tr>
<tr>
<td>5xJZ-4000</td>
<td>5 JZ-4000 BATTERY TANKS</td>
<td>83'-7&quot;</td>
<td>20000 GALLONS</td>
</tr>
</tbody>
</table>

BOX DESIGN LOAD: H-20 TRAFFIC FROM 1' TO 5' OF COVER.
FOR COMPLETE DESIGN AND PRODUCT INFORMATION, CONTACT JENSEN PRECAST

DRAWING IS NOT TO SCALE

9/23/02
JZ4000_battery_ST_series.dwg
© 2002 Jensen Precast